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D AKVA group - kort presentasjon

Cage based Land based Software

Plastic and Land based
AT Software
steel cages facilities
Infra- Land based
structure equipment
Feed
systems,
sensors
and
cameras
Technology
and
farming
services
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n Lysbruk i merdbasert akvakultur: Laks

Overvannslys Over- og Undervannslys Undervannslys
Natrium damp Metallhalogen Metallhalogen
(dagslys spekter)
LED - bl3
NDL - rgdlig spekter MH - dagslysspekter
Kignnsmodningsarrest MH - dagslysspekter LED BI& 480 nm LED 480 nm / 530 nm / warm white
Tilvekst ved hgyere MH dagslysspekter MH dagslysspekter
intensitet

LED 480 nm / 530 nm / warm white

Dype lys, redusert
MH —
luspaslag BB LED UV — 380 nm

Stimeadferd Forsgk igang

Foringsstimulans Forsgk igang

1990 1995 2000 2005 2010 2015 2020
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D Hvor brukes lys i dag ?

| praksis der man produserer laks i verden.
Nye arter der det mangler kompetanse:
Tilapia, Tunfisk, Sea Bass / bream
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lave intensiteter
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n AKVA connect — overvaking og styring

Feeding Water Camera Site Control Environ Lights
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AKVA connect lysstyring ( infrastruktur i anlegg )

AKVAconnect GUI AKVA ny LEMH’gE—e r'-‘f”

monitor and control forberedt for_styrmg : ﬁ ﬁ ﬁ ﬁ
= -

via _

DALI eller

RS-485 Modbus 1 1 1)
Tradlgst via AKVA Digi cap

: alternativt
: Kablet system
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n Muligheter med bruk av lysstyring ?

v’ Statusinformasjon for lysene ( av / pa / intensitet / driftstimer etc)

v' Redusert energiforbruk gjennom optimalisering av lysbehov avhengig av funksjon og fase i
produksjonssyklus.

v' Opp — og nedramping av intensitet kan gi redusert stress — potensielt bedre velferd og tilvekst
v Foringsdip ved paslag kan reduseres — potensielt bedre tilvekst

v’ Lysstyring kan tilpasses lokalt, avhengig av vanntemperaturer, fiskens adferd etc

v’ Lysstyring kan apne for ny og forbedret funksjonalitet , f.eks féringsstimulans, stimeadferd

v Bedre kunnskap om fiskens respons pa ulike deler av spekteret gir mulighet for f.eks adferdskontroll for
redusert luspaslag.
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How to realise such a system in practical use.

During daytime sealice tend to go higher in the upper layers.
Salmon can be held in the deep by using underwater feeding.

During night time salmon can be held in the deep by using
underwater lights at around 10 m depth

X® wavemaster® )@ polarcirkel” JX® fishtalk™ X® akvasmart”
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